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Pre-soldered

Flat 2-core vinyl cord
VFF0.75 mm2

Black
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Flat 2-core vinyl cord
VFF0.75 mm2

Black
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Pre-soldered

VSF1.25 mm2

For ground, Green

Flat 2-core vinyl cord
VFF0.75 mm2

Black
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Pre-soldered

L

VSF1.25 mm2

For ground, Green

Flat 2-core vinyl cord
VFF0.75 mm2

Black
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Flat 2-core vinyl cord
VFF0.75 mm2

Black
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L

Flat 2-core vinyl cord
VFF0.75 mm2

Black

Plug cord for AC fan  Dimensions (unit: mm)

Products compliant with electrical appliance and material safety law

●Be careful not to damage the plug cord when taking them out of the package.

For 80×80×42 mm
Model no. Power cord length [L]  (mm) Mass (g)

489-008-L10 1000 30
489-008-L21 2100 61
489-008-L35 3500 99

For 160×160×51 mm
Model no. Power cord length [L]  (mm) Mass (g)

489-1618-L10 1000 34
489-1618-L21 2100 63
489-1618-L28 2800 83

For 120×120×38 mm (not including ACDC fan)
Model no. Power cord length [L]  (mm) Mass (g)

489-006-L10 1000 47
489-006-L21 2100 76
489-006-L35 3500 114

(Exclusive for fans without UL at the end of the model number.)

For  ø172×51 mm, ø172×150×51 mm,  
160×160×51 mm

Model no. Power cord length [L]  (mm) Mass (g)
489-1619-L10 1000 34
489-1619-L21 2100 64

For 120×120×38 mm (not including ACDC fan)
Model no. Power cord length [L]  (mm) Mass (g)

489-037-L10 1000 46
489-037-L21 2100 76
489-037-L35 3500 114

(Exclusive for fans with UL at the end of the model number.)

For   80×80×25 mm, 80×80×38 mm, 92×92×25 mm,  
120×120×25 mm

Model no. Power cord length [L]  (mm) Mass (g)
489-016-L10 1000 34
489-016-L21 2100 64
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先端予備はんだ
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平形2芯ビニールコード
SPT-1 & HVFF 
0.75 mm2 (AWG18) 
黒

1000±20

10±1
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Flat 2-core vinyl cord
UL SPT-1 AWG18
Black

UL 1015　AWG18
For ground, green/yellow spiral

Pre-soldered

Plug cord for AC fan  Dimensions (unit: mm)

UL/CSA certified   UL file no.: E50197  CSA file no.: LR67048
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Pre-soldered

Flat 2-core vinyl cord
UL SPT-1 AWG18
Black
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Flat 2-core vinyl cord
UL SPT-1
AWG 18
Black

Pre-soldered
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Flat 2-core vinyl cord
UL SPT-1
AWG 18
Black

Pre-soldered

Products compliant with electrical appliance and material safety law, UL/CSA [c-UL] certified  
UL file no.E43202

Plug cord for ACDC fan  Dimensions (unit: mm)

●Be careful not to damage the plug cord when taking them out of the package.

Pre-soldered

Pre-soldered

Flat 2-core vinyl cord
SPT-1 & HVFF 
0.75 mm2 (AWG18) 
Black

For 120×120×38 mm (not including ACDC fan)
Model no. Power cord length [L]  (mm) Mass (g)

489-007-L10 1000 48
489-007-L21 2100 80

(Exclusive for fans with UL at the end of the model number.)

For  ø172×51 mm, ø172×150×51 mm,  
160×160×51 mm

Model no. Power cord length [L]  (mm) Mass (g)
489-084-L10 1000 37
489-084-L21 2100 70

Model no. Power cord length [L]  (mm) Mass (g)
489-1635-L10 1000 38
489-1635-L21 2100 74

For 160×160×51mm
Model no. Power cord length [L]  (mm) Mass (g)

489-086-L10 1000 37
489-086-L21 2100 70

Sensor extension wiring harness
Model no. Mass (g)
489-1636 9

For   80×80×25 mm, 80×80×38 mm, 92×92×25 mm,  
120×120×25 mm

Model no. Power cord length [L]  (mm) Mass (g)
489-047-L10 1000 38
489-047-L21 2100 71
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(Pre-soldered)
10±1
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No.3No.6

No.4 No.1
Connector  Model no.: TE Connectivity: 794895-1

Power lead wire
AWG22  UL 11347

Other lead wire
AWG24  UL 3385

10±1No.3No.6

No.4 No.1

       +40
1000      0

(Pre-soldered)

Connector  Model no.: TE Connectivity: 1-172168-9

Power lead wire
AWG22  UL 11347

Other lead wire
AWG24  UL 3385

Terminal model wiring harness  Applicable models: ACDC Fan ø172×150×51 mm  Dimensions (unit: mm)

Model no. Mass (g)
489-1645 27

Model no. Mass (g)
489-1647 27




